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REV. ECN. NO. DESCRIPTION ENG DATE
A INITIAL Lucky 04/07,/18'
= ) 1. CONTACT CURRENT RATING: 1A.
2. CONTACT RESISTANCE: 50 mQ MAX.;
. = 3. INSULATION RESISTANCE: 10000 MIN.;
~ | N 4. DIELECTRIC WITHSTANDING: 500V AC MIN.;
- i - = 5. DURABILITY: 5,000 CYCLES MIN;
=2 2 . S 6. CONNECTOR MATING FORCES: 30N  MAX.;
= | | o T 7. CONNECTOR UNMATING FORCES: 2N MIN.;
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MEASURE POINT: N \ —
7 HOUSING HIGH TEMPERATURE PLASTIC COLOR BLACK QUADRANT POINT %%ﬂj‘}/%% %%ﬁBE/A\ ﬂ
6 TERMINAL 6# BRASS; NICKEL UNDER PLATING OVERALL,GOLD FLASH PLATING ON SOLDER AREA T=0.20mm TANGERCY POINT DONG GUAN XI BANG ELECTRONI CS CO LTD
5 TERMINAL 5§ BRASS, NICKEL UNDER PLATING OVERALL,GOLD FLASH PLATING ON SOLDER AREA T=0.20mm INTERSECTION POINT MR M
4 TERMINAL 44 STAIMLESS STEEL; NICKEL UNDER PLATING OVERALL,GOLD FLASH PLATING T—0.20mm UNLESS OTHERWISE DESIGN: Lucky DATE 2019/04/07 | TITLE:
ON SOLDER AREA ;GOLD FLASH PLATING ON CONTACT AREA . iPEC\F\ED, TOLERiAglCBEO: CHECKED DATE $3.5mm PHONE JACK H=4.5 mm
3 [y PAOSENCR, SRONZE MOKEL UNDER, PLATHG CHERALLOOLD FLASH PLATNG o 1035 [nepRovED ST TYPE CONNECTOR
1 TERMINAL ‘\# PHOSPHOR BRONZE; NICKEL UNDER PLATING OVERALL,GOLD FLASH PLATING OVERALL; T=0.20mm X:iix ;O:WO PART NO. XB—PJ35A063-FO6GIBR—W REV.: A SCALE: 101 UNIT: mm
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