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NOTES:

   1.ELECTRICAL CHARACTERISTICS(A端）:
     1-1.CURRENT RATING:7A,
     1-2.INITIAL CONTACT RESISTANCE:30MΩMax;

     1-3.INSULATION RESISTANCE:1000MΩ Min.500V/DC
     1-4.DIELECTRIC WUTHSTANDING VOLTAGE:

     500V AC for MIUNTE,漏电流小于0.5mA.
     1-5.OPERATING TEMPERATURE:-40℃+125℃；

   2.MECHANICAL CHARACTERISTICS(A端）:
     2-1.MATING FORCE:6～25N:

     2-2.UNMATING FORCE:10～25N(INITIAL),8～25N

     (AFTER 3000 CYCLES);

     2-3.FREQUENCE:20～30次/min,3000 CYCLES;

     2-4.端子正向力25g Min

   3.ELECTRICAL CHARACTERISTICS(C端):
     1-1.CURRENT RATING:VBUS AND
     GND CONTACTS RATED AT 7A,
     1-2.INITIAL CONTACT RESISTANEC:30MΩMax;
     1-3.INSULATION RESISTANCE:100MΩMin;
     1-4.DIELECTRIC WUTHSTANDING VOLTAGE:
     500V AC ONE MINUTE.
     1-5.OPERATING TEMPERATURE:-40℃+125℃；

   4.MECHANICAL CHARACTERISTICS(C端):
     2-1.MATING FORCE:5～20N:

     2-2.UNMATING FORCE:8～20N(INITIAL),6～20N

     (AFTER 10000 CYCLES);

     2-3.FREQUENCE:200±50 CYCLES/HOUR,
     10000 CYCLES;
   5.Conn Appearance is very velvet and any
     appearance defect such AS,
     Scratch,Distortion,Turning up couldn't be
     attowed;
   6.Harmful Material and process contral
please follow DOC,No,"QYBZ-QA-022-C7"&ROHS2.0&HF;
   7.Not allowed to add material;

   8.制程全检说明：标注"  "为制程100%全检尺寸，

     标注“  "为管控尺寸。

   9.标注” "为重点管控尺寸，制程巡检中需量测；

  10.导通&耐压测试标准：导通阻抗＜10Ω；

  11.功能区及焊脚区无金属丝；
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